
00950 - Permanent Adhesive
General purpose filmic adhesive designed for prime label applications. High shear properties leading to excellent
press convertibility. Provides good open time for label repositioning. Performs at application temperatures as low as
25°F. Meets APR Preferred Design for Recycling on HDPE (colored) and PP substrates. 

Test Property Units Typical Value Metric Units Metric Value Test Method

Shear (1  x 1/2  x 1 kg) hours 100+ hours 100.0 CPD-55
Peel - 180 D SS 20 min lb/inch 1.8 grams/25 mm 803.6 CPD-52
Peel - 180 D HDPE 20 min lb/inch 1.2 grams/25 mm 535.7 CPD-52
Peel - 180 D Glass 20 min lb/inch 2.1 grams/25 mm 937.5 CPD-52
Peel - 180 D PET 20 min lb/inch 2.57 grams/25 mm 1147.4 CPD-52
Loop Tack Stain Steel oz/sq inch 45 kg/645 sq mm 1.3 CPD-16
Loop Tack HDPE oz/sq inch 27 kg/645 sq mm .8 CPD-16
Loop Tack Glass oz/sq inch 46 kg/645 sq mm 1.3 CPD-16
Min. App. Temp. F 25 C -4
Service Temp. F -40 TO 160 C -40 TO 71
FDA Compliance 21 CFR 175.105
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