
022FW -  2.2 MIL FLEXIWHITE™ TC CONFORMABLE BOPP
A 2.2 mil top coated white BOPP offering full wall-to-wall squeeze conformability.  Glossy look with a superior
print receptive top coating for excellent ink adhesion and print quality. FlexiWhite™ is a Trademark of Green Bay
Packaging Inc.

Test Property Units Typical Value Metric Units Metric Value Test Method

Caliper - Average mil 2.2 um (micrometer) 55.9 TAPPI T411
Gloss % @ 45 degrees 45 % 45.0 ASTM D2457
Opacity - Films % 80 % 80.0 ASTM D589
Tensile Film - MD lb/sq inch 23200 kg/sq cm 1631.0 ASTM D882
Tensile Film - TD lb/sq inch 20300 kg/sq cm 1427.1 ASTM D882
Elongation at Break - MD % 90 % 90.0 ASTM D882
Elongation at Break - TD % 110 % 110.0 ASTM D882

Dim. Stability - MD
% 60 secs @ 212

F
5.0 % 60 secs @ 100 C 5.0 ASTM D1204

Dim. Stability - TD
% 60 secs @ 212

F
-1.0 % 60 secs @ 100 C -1.0 ASTM D1204

Elastic Modulus - MD lb/sq inch 203000 kg/sq cm 14270.9 ASTM D882
Elastic Modulus - TD lb/sq inch 181000 kg/sq cm 12724.3 ASTM D882
Area Yield sq in/lb 12800 sq m/kg 18.3 ASTM E252
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