
•  

050HS -  HIGH SPEED COATED THERMAL TRANSFER
47# (70 g/m²) premium bright white, coated, ultra-smooth thermal transfer paper stock offering broad ribbon
compatibility. FSC®-certified paper.

Test Property Units Typical Value Metric Units Metric Value Test Method

Basis Weight
lbs/25X38-500
(3300 Sq Ft)

47.3 grams/sq meter 70.0 TAPPI T410

Caliper - Average mil 2.9 um (micrometer) 73.7 TAPPI T411
Moisture % 4.8 % TAPPI T412
Opacity % 88 % 88.0 TAPPI T425
Smoothness-Felt Side Sheffield Units 25 Sheffield Units 25.0 TAPPI T538
Smoothness (PPS) Print Side um 2.0 um 2.0 TAPPI T555
Tear-MD grams 42 mN 411.9 TAPPI T414
Tear-CD grams 40 mN 392.3 TAPPI T414
Tensile-MD lb/inch 26 kN/m 4.6 TAPPI T494
Tensile-CD lb/inch 17 kN/m 3.0 TAPPI T494
Stiffness Taber-MD gram cm/mN 140 gram cm/mN 140.0 TAPPI T543
Stiffness Taber -CD gram cm/mN 90 gram cm/mN 90.0 TAPPI T543
Brightness % 85 % 85.0 TAPPI T452
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